








Description Cartridge

2000
3000
5000
7000
8000

9000

470 W

2510

Xerox 8830

LP-1010

3200

Photoreceptor for use in

KIP

KIP 2000
KIP 3000
KIP 5000 / 6000
KIP 7000
KIP 8000 / go10
KIP 9000

Ricoh

Ricoh Aficio 240W | 470W;
Ricoh MP W2400 | W3600

Xerox

Xerox 1030 [/ 1035 / 2510 / 2515 / 3030 [/ 3040 [ 3050

Xerox 510 / 8825 / 8830 / 8850

Seiko

SEIKO Teriostar LP-1010

ROWE

3100 / 3200 [ 3300 [/ 4000 [/ 6000 [ 8000 [ 9000

* discontinued: out of production / please contact us for special pricing
EQ: EQualizer (Insert) - DT: DuraTek Layer

CV: Conversion Drum - NV: New Gear Version

All yield indications are provided under the assumption that the machines the photoreceptors are utilized

AEG Type

OT 0885
OT 0888
OT 0884
OT 0886
OT 1852
OT 1853

OT 0864

ST 0880
OTo891

tbha.

OT 0889

Skid

30
30
30
30
15
15

30

42
30

30

30

Sub
Skid

w w v U1 U1 U

A E G Elektrofotografie GmbH Ago

Master  Remarks = Estim. Color
Box Yield

in are maintained and serviced as recommended by the OEM
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CONTACT

Headquarter
Sales Office Europe

AEG ELEKTROFOTOGRAFIE

Emil-Siepmann-Strafie 40
D-59581 Warstein
Germany

Phone  +49.(0)2902.861-359
Fax +49.(0)2902.861-350
www.aeg-photoconductor.de

Sales Office China:

AEG PHOTOCONDUCTOR
(ZHUHALI)

Room 2612, YueCai Building,

No. 188 Jingshan Road,
Jida, Zhuhai 519015

Phone  +86 756 321 2230
Fax +86 756 321 2231

Sales Office USA:

AEG PHOTOCONDUCTOR
CORPORATION

6929 Tylersville Rd.

Suite 18

West Chester, Ohio 45242, USA

Phone: +1-513-874-4939 ext. 209
Fax:  +1-513-874-5082
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